
GT Panel Lok has been designed to assist the easy fit of Composite Panels into 
a side screen situation.

A set comprises of two metal parts, a panel plate and a frame plate, along with 
an acetal cover for the frame plate.

Fitted correctly, as show in the diagrams, GT Panel Lok will allow a push and 
lock fit with the advantage of easy release for removing the panel.

All drawings are not to scale
Reinforcement  and fixings
have been omi�ed for clarity
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It may be advisable to 
pack then screw fix 
the mullion through 
to the panel at these 
points

FITTING

Pack here to allow for
required gap on brush seal.

14mm
105mm centres from

inside corner.

Panel
ExternalFace

Fit a Panel Plate
100mm centres from
the corner of the panel

Remove the bead retaining
leg locally where shaded

Fit addi�onal sets
central at these
points

Fit Panel Lok on the 
ver�cal bars at the 
centre shown in Fig A 
and Fig B 

Fig.A

Fig.B

Composite Panel

Frame Plate PL002

Frame Plate Cover PL003

Panel Plate PL001Remove the centre pip
locally where shaded
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WINDOW
PRODUCTS
LIMITED
Effec�ve solu�ons for windows,
manufacturers and fi�ers

Composite Panel

Composite Panel

Composite Panel

GT Panel Lok

Fi�ng & Removal Instuc�ons
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